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NOTES

Sections are looking North.

Hatched area indicates removal of
existing structure.

For quantity of Temporary Concrete
Barrier, see Roadway Flans.
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ROUTE NO.|SECTION| ~ COUNTY WIeL | SN | sHEET NoO. 2
147 o N
F.a.P.614 [Rs-5p-2]  MORGAN /T 1@ 12 sHEETS
FED. ROAD DIST. NO. 7 ILLINOIS FED. AID PROJECT-
92656

8.2 m - Stage [ Retention

Ground Surface/ Top
. or Soil Retention System

3.5 m Stage [I Refenfion_

/ Flev. 164.72

| Max Excavation Line

Elev. 162.389 —1 |1

4 m 4.2 m

Temporary Soil Retention System
( North Abut shown, South Abut similar)

A cantilevered sheet piling detail does not appear feasible and additional

members or other retention systems may nof be necessary. The Contractor |
shall submit a temporary soil retention design including plan details and |
calculations for review™and acceptance by the Engineer. l

Backfill with uncompacted porous granular
embankment with a gradation of
CA-5 or CA-7 by Bridge Contractor after

superstructure is in place. Limits shall be
/ Construc. /\300 mm from the end of each wingwall.
JI.

914 PPC I bms
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/ \ Approach pavement < Excavation for placing Porous

| ___— Granular Embankment is paid for as

“Structure Excavation”,

Geotechnical fabric
for french drains®

380 —=

*Included in the cost of
"Porous Granular Embankment”,

\

/50

600

LIm
Min

{.-_-__-_-__-__

{

?

.
380~/

j

| |
A 160 mm ¢ perforated drain pipe. shall be situated at the botfom of an
~approximate 600x600 area of porous granular embankment. The 600x600

area shall be wrapped completely in geotechnical fabric for french drains.
Extend pipe parallel with the cap until intersection with the sideslopes.
Pipes shall drain onto concrete headwalls (Article 60105 of the Std..
Specifications and Highway Std. 601101)*
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STAGE CONSTRUCTION DETAILS
IL RTE 78 OVER FORK OF INDIAN CREEK
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